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A2.19.001 Release Note 

 

Category Description Model 

ETHERNET Add IPv6 Function 4D520P, 4T520P, 4T530P, DA220, DA320, DH220、

DH320, DH240、DH340, DL241, MB241、MB341、

MB641, MH241, MH341, MH641, MH261, MH361, 

ML241、ML341, MX241P, MX341P, MX641P, PEX-

1121, PEX-1131, PEX-1161, PEX-1221, PEX-1231, 

PEX-1261, PEX-2240L, PEX-2340L, PEX-2640L, 

PEX-2240R, PEX-2340R, PEX-2640R, PEX-2260L, 

PEX-2360L, PEX-2260R, PEX-2360R, TC210, 

TC310, TE210, TE310, TH220、TH320, TH240、

TH340, TL241, TL341, TTP286MT, TTP384MT, 

TX210, TX310, TX610   

PRINTSECURE Add IPv6 PRTSecure Command 

"Allowed.IP6-b" and "Allowed.IP6" and  

"Blocked.IP6-b" and  "Blocked.IP6" 

4D520P, 4T520P, 4T530P, DA220, DA320, DH220、

DH320, DH240、DH340, DL241, MB241、MB341、

MB641, MH241,MH341, MH641, MH261, MH361, 

ML241、ML341, MX241P, MX341P, MX641P, PEX-

1121, PEX-1131, PEX-1161, PEX-1221, PEX-1231, 

PEX-1261, PEX-2240L, PEX-2340L, PEX-2640L, 

PEX-2240R, PEX-2340R, PEX-2640R, PEX-2260L, 

PEX-2360L, PEX-2260R, PEX-2360R, TC210, 

TC310, TE210, TE310, TH220、TH320, TH240、

TH340, TL241, TL341, TTP286MT, TTP384MT, 

TX210, TX310, TX610 

WIFI Add Wi-Fi WPA3 Mode. DH220、DH320, DH240、DH340, MB241MB341、

MB641, MH241, MH341, MH641, MH261, MH361, 

ML241、ML341, MX241P, MX341P, MX641P, PEX-

1121, PEX-1131, PEX-1161, PEX-1221, PEX-1231, 

PEX-1261, PEX-2240L, PEX-2340L, PEX-2640L, 

PEX-2240R, PEX-2340R, PEX-2640R, PEX-2260L, 

PEX-2360L, PEX-2260R, PEX-2360R, TC210, 

TC310, TH220、TH320, TH240、TH340, TX210, 

TX310, TX610 

PRINT 

SECURE 

Fix PRTSecure menu not showing for 

clone when set to default value. 

MB241、MB341、MB641, MH241, MH341, MH641, 

MH261, MH361, ML241、ML341, MX241P, MX341P, 

MX641P, PEX-1121, PEX-1131, PEX-1161, PEX-

1221, PEX-1231, PEX-1261, PEX-2240L, PEX-

2340L, PEX-2640L, PEX-2240R, PEX-2340R,  
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PEX-2640R, PEX-2260L, PEX-2360L, PEX-2260R, 

PEX-2360R, TH220、TH320, TH240、TH340, 

TX210, TX310, TX610 

PRINT 

SECURE 

Modify Non-EUR regions should apply 

EUR regulations when switched to strict 

mode 

4D520P, 4T520P, 4T530P, DA220, DA320, DH220、

DH320, DH240、DH340, DL241, MB241、MB341、

MB641, MH241, MH341, MH641, MH261, MH361, 

ML241、ML341, MX241P, MX341P, MX641P, PEX-

1121, PEX-1131, PEX-1161, PEX-1221, PEX-1231, 

PEX-1261, PEX-2240L, PEX-2340L, PEX-2640L, 

PEX-2240R, PEX-2340R, PEX-2640R, PEX-2260L, 

PEX-2360L, PEX-2260R, PEX-2360R, TC210, 

TC310, TE210, TE310, TH220、TH320, TH240、

TH340, TL241, TL341, TTP286MT, TTP384MT, 

TX210, TX310, TX610 

ETHERNET Add CloudConnect 1.0  DH220、DH320, DH240、DH340, MB241、

MB341、MB641, MH241, MH341, MH641, MH261, 

MH361, ML241、ML341, MX241P, MX341P, 

MX641P, PEX-1121, PEX-1131, PEX-1161, PEX-

1221, PEX-1231, PEX-1261, PEX-2240L, PEX-

2340L, PEX-2640L, PEX-2240R, PEX-2340R, PEX-

2640R, PEX-2260L, PEX-2360L, PEX-2260R, PEX-

2360R, TH220、TH320, TH240、TH340, TX210, 

TX310, TX610 

PSN Fix Incorrect mileage conversion when 

switching 

 between different printhead resolutions. 

DH220、DH320, DH240、DH340, MB240, MB340, 

MB241、MB341、MB641, MH241, MH341, MH641, 

ML241、ML341, MX241P, MX341P, MX641P, PEX-

1121, PEX-1131, PEX-1161, PEX-1221, PEX-1231, 

PEX-1261, PEX-2240L, PEX-2340L,  

PEX-2640L, PEX-2240R, PEX-2340R, PEX-2640R, 

PEX-2260L, PEX-2360L, PEX-2260R, PEX-2360R, 

TH220、TH320, TH240、TH340, TX210, TX310, 

TX610 
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